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ADDENDUM #ONE (1)

Spirit Mountain Chalet

Duluth, Minnesota

011103.00

May 7, 2012

John M. Gerzina DSGW Duluth
All plan holders for above project

The following addendum shall become part of the construction documents for the construction of the above referenced project.
This addendum supersedes and supplements all previous reference to similar items.

| hereby certify that this plan, specification, or report was prepared by me or under my direct supervision and that | am duly a
Licensed Architect under the laws of the State of Minnesota.

JQ@AM‘,‘;‘

SIGNATURE v TT= 5
REGISTRATION # 7139
DATE May 7 ,2012

1. All foam-in-place insulation is by Kraus Anderson Work Scope Section 6.10 —
General Construction.

2. All interior wood finish is Douglas Fir per Spec. Section 06 20 00, Item 2.03.B,
except for fireplace paneling described in Spec. Section 06 20 00, Item 2.03.C.

3. All 27 continuous soffit venting & metal roof drip edge noted on the drawings is by
Kraus Anderson Work Scope Section 6.10 — General Construction.

4. Richlite material used at the fireplace is by Kraus Anderson Work Scope Section
6.20 — Finished Carpentry & Casework.

SECTION DESCRIPTION
061000 ROUGH CARPENTRY
1. DELETE Item 1.01.]. This is by others.

071113 BITUMINOUS DAMPPROOFING

DELETE this section in it’s entirety as included in the specifications. It is not used.

071300 SHEET WATERPROOFING
1. CLARIFICATION: All basement walls (defined as those walls retaining dirt
from interior rooms), general located along Grids C, Grid 7 and Grid M shall
receive sheet waterproofing. See attached drawing 6 of 6 for typical foundation
wall waterproofing, insulation & drainage systems.
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ALUMINUM-FRAMED STOREFRONTS
1. REVISE Item 1.09.B. warranty period to TWO (2) years.

VINYL WINDOWS

1. DELETE Item 1.01.D. This window shall be bid as an equal to aluminum
windows at the contractor’s options.

GYPSUM BOARD ASSEMBLIES

1. CLARIFICATION: Item 2.04: All walls from finished floor to 8-0" above
finished floor shall receive Glass Mat Gypsum Board.

ACOUSTICAL CEILINGS

1. ADD Item 2.01.E as follows:
E. Similar to Armstrong WoodWorks Type SAT 3: Channeled Tegular with
Superfine 9/16” grid, black finish. REVISE SAT ceilings in General Seating,
Tickets/Retail and Serving to be SAT 3.

PAINTING AND COATING
1. Item 3.04: DELETE all reference to painting mechanical & electrical
equipment.

TOILET ACCESSORIES

1. REVISE Item 2.04.A to read: Toilet Paper Dispenser: Furnished by Owner.

2. REVISE Item 2.04.B to read: Paper Towel Dispenser: Furnished by Owner.

3. REVISE Item 2.04.C to read: Combination towel Dispenser/Waste Receptacle:
Furnished by Owner.

4. REVISE Item 2.04.D to read: Soap Dispenser: Furnished by Owner.

5. REVISE Item 2.04.E to read: Soap Dispenser: Furnished by Owner.

FIRE PROTECTION SPECIALTIES
1. CLARIFICATION: Mechanical Room extinguisher is to be a wall mount.
Kitchen extinguisher is to be a recessed cabinet mount.

DESCRIPTION
DETAILS

1. DELETE this sheet as included with the original set of drawings and REPLACE
with the REVISED Sheet C-106R, as included with this addendum (24 x 36).
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A2.0 ENTRY LEVEL FLOOR PLAN

1.

See attached drawing 3 of 6 for revised drain tile to be around basement portion
of foundation wall as well as frost foundation.

2. DELETE Door 102B and install a 2’-8” x 3’-4" access panel mounted 8” off of
the floor.

3. CLARIFICATION: CMU walls and all openings at the elevator shaft & the
elevator equipment room shall have a one hour fire rating.

4. See attached drawing 5 of 6 for trash enclosure.

A2.1 HILLSIDE LEVEL FLOOR PLAN

1. 1/A2.1: See attached Addendum Drawing 1 of 6 for revisions to Kitchen 212
wall and Rental Door 208 swing.

2. 1/A2.1: CLARIFICATION: There is 8" of compacted sand beneath the entire
slab.

3. CLARIFICATION: Detail 3/A2.1 occurs at all exposed steel columns on this
floor level.

4. CLARIFICATION: Toilet 211 south wall to be double stud construction and
similar to Wall Type 7A.

5. CLARIFICATION: Fire place is 1’-4” from Grid C to the east face of the
fireplace.

A4.0 SCHEDULES, DETAILS

1. WINDOW TYPES: CLARIFICATION: AL-W13 & AL-W16 Sloped sills are to
match roof pitch.

2. ROOM FINISH SCHEDULE: REVISE SAT ceilings in Rooms 205 General
Seating, 206 — Tickets/Retail and 213 Serving to be SAT 3 as per Spec. Section
09 51 00 revised above.

A4.1 DOOR AND WINDOW DETAILS, WALL TYPES

1. ADD Wall Type 12A as shown on the attached Addendum Drawing 2 of 6.

2. 10, 11 & 12/A4.1: CLARIFICATION: Exterior wall finish shall be 24 gauge
prefinished metal panels to match window frame color. Anchor to wall sheathing
with construction adhesive and concealed fasteners and wrap & return and
terminate 1” inside window frame face. This detail is similar at all wall mullion
conditions as shown on the drawings to be finished with pre-finished metal. This
work to be by the aluminum window contractor.

3. 12/A4.1: CLARIFICATION: Gypsum board shall wrap & return to face of
aluminum frame and be finished with J-bead.

4. CLARIFICATION: All aluminum windows and HM frames to receive

continuous sealant around exterior and interior perimeter.
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EXTERIOR ELEVATIONS
1. See attached drawing4 of 6 for transition details of exterior finish materials
2. CLARIFICATION: All metal trim shall match aluminum window frame color.

EXTERIOR ELEVATIONS

1. CLARIFICATION: All metal trim shall match aluminum window frame color.

2. CLARIFICATION: Tinted glass as noted on these elevations shall be all the
glass located within the windows between grids 4 & 12.

BUILDING SECTIONS
1. 1/A6.2: CLARIFICATION: Back Bar is by the Food Service Contractor.
2. 2/A6.2: REVISE TJI Roof Joists to be 3x12 Rafters — See Structural.

WALL SECTIONS

1. CLARIFICATION: All fascia wood sheathing shall be %” plywood and not
wood boards.

2. 3/A7.0: DELETE reference to 2x4 blocking at the soffit. The soffit shall be
fastened directly to the rafters.

WALL SECTIONS

1. 1 & 2/A7.1: CLARIFICATION: All metal z-furring shall be installed at 16” on
center.

2. 92/A7.1: DELETE reference to 1x8 cedar soffit notation.

3. ADD 3/A7.1 as shown on the attached drawing 6 of 6.

CIRCULATION SECTIONS, ROOF DETAILS
1. 9 & 10/A7.2: CLARIFICATION: Douglas Fir shall be used for all guardrail
wood finish as per Spec. Section 06 20 00.

INTERIOR ELEVATIONS
1. 6/A8.0: DELETE 6” grommets in countertops and DELETE reference to trash
cans.

FIXTURE MOUNTING STANDARDS, FIREPLACE DETAILS

1. 4,5 &6/A8.1: CLARIFICATION: All steel bolts, plates, angles & brackets are
by Kraus Anderson Work Scope 5.10 — Steel — Material Only; and installed by
Kraus Anderson Work Scope 6.10 — General Construction.
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S2.1 LEVEL 1 FOUNDATION PLAN

1. REVISE Foundation Plan Note #2 to read as follows:
2. “SLAB ON GRADE IS 4” THICK UNLESS NOTED OTHERWISE, AND
IS TO BE REINFORCED WITH SYNTHETIC FIBERS PER
MANUFACTURER’S RECOMMENDATIONS. SEE TYPICAL FIBER
REINFORCED SLAB ON GRADE DETAILS. SLAB ON GRADE
SHALL EB PLACED ATOP COMPACTED STRUCTURAL FILL IN
ACCORDANCE WITH THE GEOTECHNICAL REPORT.”

S52.2 LEVEL 2 FLOOR FRAMING PLAN

1. REVISE Foundation/Floor Framing Plan Note #2 to read as follows:
2. “SLAB ON GRADE IS 4” THICK UNLESS NOTED OTHERWISE, AND
IS TO BE REINFORCED WITH SYNTHETIC FIBERS PER
MANUFACTURER’S RECOMMENDATIONS. SEE TYPICAL FIBER
REINFORCED SILLAB ON GRADE DETAILS. SLAB ON GRADE
SHALL EB PLACED ATOP COMPACTED STRUCTURAL FILL IN
ACCORDANCE WITH THE GEOTECHNICAL REPORT.”

Kraus Anderson Construction’s Addendum, dated May 7, 2012, is to be included with
this addendum as attached (4 pages).

Culinex’s Addendum No. FS-01, dated May 7, 2012, is to be included with this
addendum as attached (2 pages).

- Drawings:
- DSGW Addendum Drawings 1, 2, 4, 5, 6 (8 Y2 x 11) — 5 pages
- DSGW Addendum Drawing 3 (11 x 17) — 1 page
- C-106R (24 x 36) — 1 page

- Kraus Anderson Construction Addendum (8 %4 x 11) — 4 pages

- Culinex Addendum FS-01 (8 2 x 11) — 2 pages

This addendum shall become part of this bid. The bidder shall insert the addendum number in the space where indicated on the
proposal form. Failure to comply may result in the bid being rejected.

END OF ADDENDUM #ONE (1)
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% KRAUS AN DERSON Innovative Construction Solutions
- ®
» CONSTRUCTION COMPANY

3716 Oneota Street
Duluth, MN 55807

0 218.722.3775

F 218.722.3778
www.krausanderson.com

SPIRIT MOUNTAIN CHALET

KRAUS ANDERSON ADDENDUM #1 ITEMS 5/7/2012

1 Work Scope 3.10 Building Concrete
1.02 - E: Item 10. Delete "Concrete fill in pipe bollards"

2 Work Scope 5.10 Steel - Material Only
1.02 - F: Add item 10: Furnish bolts, plates, angles and brackets indicated on Details 4,5 and 6/A8.1.

3 Work Scope 6.10 General Construction:
Item 06 8213 Change "Fiberglass Reinforced wood Panels" to "Fiberglass Reinforced Wall Panels"
1.02 - B: Item #9: Install only prefinished wood ceiling material. Material furnished by Work
Scope 6.20.
1.02 - C: Add item 10. General Construction Contractor to install "Foam-in Place" insulation
indicated in Detail 12/A4.1
1.02 - B: Add Item 16. General Construction Contractor to install continuous 2" soffit
vents supplied by Work Scope 6.20.
1.02 - B: Add Item 17. General Construction Contractor to furnish and install
metal drip edge at shingled roofing.
1.02 - B: Add item 18. General Construction Contractor to frame and install "Richlite" hearth and
bench and decorative wood material at the fireplace feature. Richlite and decorative wood material
to be furnished by Work Scope 6.20.
1.02 - B: Add item 19. General Construction Contractor to install bolts, plates, angles and brackets
shown on details 4, 5 and 6/A8.1. Materials furnished by 5.10 Steel - Material Only.
1.02 - F: Delete Temporary Enclosures and Barricades: This work will be coordinated by the

Construction Manager.



K RAU S_AN D ERSO No Innovative Construction Solutions
Duluth, MN 55807

0 218.722.3775

F 218.722.3778
www.krausanderson.com

W4

4 Work Scope 6.20 Finish Carpentry and Casework - Material Only

1.02 - B: Add item 6: Fabricate and provide "Richlite" hearth and bench material to be installed by
Work Scope 6.10.
1.02 - B: Add item 7: Furnish decorative wood material for the fireplace feature to be installed by
Work Scope 6.10.

1.02 - B: Add item 8: Furnish all prefinished wood ceiling material and associated trim.

5 Work Scope 7.10 Waterproofing
1.01 Delete : "07 1113 Bituminous Damproofing"
1.02 - B: Delete Damproofing.

6  Work Scope 7.30 Joint Sealers
1.06 Work by Others

Add D. Sealants at ceramic, porcelain and quarry tile by others.

7 Work Scope 7.40 Insulation
1.02 - C: Delete item #4: Sound insulation will be by work scope 9.10 Drywall

8 Work Scope 8.20 Aluminum Windows and Entrances:
1.02 - C. Complete Assembly: Add item "5. Window contractor to provide and install matching
breakmetal between windows indicted as "prefinished metal trim" on elevations sheets A5.0 and A5.1"
1.02 - F. Windows, item 7: Delete reference to Spec Section 08 5100
1.02 - D Item 2: Provide and install all mirrors as indicated.
1.05 - B: Delete "Innetac by Heritage windows can be substituted in lieu of aluminum windows"
1.05 - B: Add "Innotech window and doors : Product INNONOVA 70.M5 fixed windows may be substituted

in lieu of aluminum windows.

9 Work Scope 9.10 Drywall
1.01 A. - 2: Delete "Hollow metal frames within drywall assemblies" . This will be installed by General
Construction.
1.07 B: Delete this item - acoustic sound batt insulation at interior partitions will be furnished and

installed by the Drywall Contractor.
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K RAU S AN D ERSO N Innovative Construction Solutions
- ®
® CONSTRUCT'ON COMPANY 3716 Oneota Street

Duluth, MN 55807

0 218.722.3775

F 218.722.3778
www.krausanderson.com

W4

Work Scope 9.20 Flooring
1.02 - C. Tilwork

Add item 8: Provide joint sealants at ceramic, porcelain and quarry tile as specified in Section 07 9005

Work Scope 31.10 Sitework:
Scope of Work: " Add 32 2513 Erosion and Sediment Control - Complete"
Scope of Work: "Add Section 31 2413 Roadway Embankment- complete"
Insert revised Sheet C-106R, Delete Sheet C-106
Scope of Work: Add: " Sitework Contractor is responsible for water and sanitary sewer utilities per
accordance with City of Duluth Standard Construction Specifications and Special Provisions."
Scope of Work: Add: "03 3000 Cast in Place Concrete - As it applies"
E. Site Concrete: Add: Item "10. Sitework Contractor is responsible for concrete walkways, curbs,

and approaches. The concrete patio will be the responsibility of the building concrete contractor.

Work Scope 31.10 Sitework:

Work Scope 31.20 Landscaping:
All work described in Work Scope 31.20 Landscaping shall be included in Work Scope 31.10 Sitework.
Indicate Work Scope 31.10 and 31.20 as a lump sum bid combined on the Bid Form 00 4100.
There will be no separate bid for Work Scope 31.20 Landscaping.

Work Scope 31.20 Landscaping:
1.02 Planting: Delete reference to "Section 32 9000"

1.02 Planting: Add "Furnish and install plantings as indicated on sheet C-101

See attached projected schedule.



[41V4

wod sucicouysny & oS
wiod suoysoU RS P
e 13TVHO NIVLNNOW L1H1dS P
i oo mam ANVAINOD NOILONYLSNOO NOSHIANY SNvuX LT T
J8q Auv3 R ZLaldvaL “0p pus
- ewdnb3 soumO N ) W P ) ) . 2103ag0| _zLAONSZjps | Buluesio [euld - juawdinb JoUMO| g
1S 4oUn ) NS , o : ,_ , W ZLAON9Z| ZLAONZL POl IYIUNd | ey
saysiuld [eotoai ._no_cuzuws_l . , ” m ,” W. ”H M ”_ m m ,m i W ZLAONSO| ZLLOOS8L[PSL Saysiul [EILJI3( - [BOIUBYIDIN|
SOMIN-HOMASED JoUaN) I , ” W , ” W_ ” ”, m_ m_ W ”, m_ , m TLAONSO| ZL1008) |p2L OMIA-}IoMaseD Joud]) ..,
uoNE(EISY) SOINISS uoo"_l.,I!I_! , , , , , ZLAONSO|  ZLLDO08t [Pzt uontellejsu] 338G pood| 4y
Jojersry =~,§.ll , , , ” ” ZLLOOVZ|  2LLDOLL|PS J0IeASIT [BISUl| gy
UGy B p O , ” ZLL00s0|  zidasizlpor ui-yBnoy Buiquinid 2 OVAH| o
maﬁ_.__”.,_ s_a”E_ Ii ! o , Lo ZLLO08L|  ZLdas0zZ[poz Saysiuld JoURWI| o,
, ___L._,m.am O — : | S ZLLOOVO|  ZLdISOZ[POL Ul-ybnoy [BSMORIT| oy
m muo,:w.:_._m,_ pue wBov::S __S_md_l m m “ m ” ZLd3asog| ZLdAsSLL|PL Saouenuy pue SMOPUIAA JIBISUl| o,
W L o p— Z1a3s04|  zLonvoz|psy Buyooy| pue BUIPIS| 4
b L Cunedpamnues o e 1 z1onvez| zLonvLo|pst Buined B 9}9I0U0D BUS| oy
! wé%,_m:_ - m_.._ﬁs,,_w s.pa.xm I , Co ZLONV0Z| ZLONVY90|PoL Buneinsu] - Bulyleays Jouspd| o,
I i I ' I I I I I I I I
Dl sessyjoowipcimms | A zLonve0| _ zLnroe)ps SOSSTUL JOOU 19S| o
i Co , Supeis 101 mc_w_._&l[m , , zionvzo|  ziinrozlpzi Bupeis jo1 bunked| .,
Lo | KquocheD Bupies oy R oo ziInroe]  zunreLpel fwisdieg Buweld ybnoy| o
o o | , _ z1nrzL|  zuinrolfps Buiping BUIPRID S| o
! m | ” zinre|  zunnrezlpol SN US| oy
o o ,_ NN ZLInregL|  ZLNNrozlpst 1SED3)d 19S - SQEIS - [IPpoed| oy,
, : : ZiNnrze|  ZuNnriojpst ® sbunoo * uoereoxa)
: , . Lo ZLAVINOE| » ZLAYWEZ "dald punols) ' UOREZINGOIN US| 4,
! ! ! ! ' . ! ! ! ; ! ' ! : ! 35vHd NOLLONNLSNOD
2 I 0 £0 92 6L 20 80 62 2 Ve L O S0 & 0Z &b 60 20 SZ 8 L ¥0 8 42 ¥ 20 OE €2 9L 60
030 AON 190 d3s Ny e Nne Avi Hay e by B vopdugseg o




o'y

=

Culinex

May 07, 2012

ADDENDUM FS-01

Project Name: Spirit Mt. Chalet
Project Job Number: 2012-22

From: Culinex 311 4" Ave S Sartell, MN 56377

The following items modify or interpret to the Bidding Documents additions, deletions, clarifications, or
corrections. Where a portion of the Bidding Documents shall be modified by this addendum, the
unaltered portions of the Bidding Documents shall remain in effect.

Written Description of work:

GENERAL ADDITION:
Provide pricing to make the following changes to the foodservice equipment package.

Specifications:

Item #1 Shelving Unit, Section 114000, Part 2, 2.19; Omit 10 each 21 x 48 shelf. Add 5 each 21 x 48
shelf.

Item #69 Back Bar, Section 114000, Part 2, 2.19; Omit “(2) 60" long base cabinet 30" deep x 36" high
with a plywood core, (1) with open section with s.s. glides for glass racks with a p. lam interior and (1)
with open section for undercounter freezer with a black p. lam, both with an oak veneer exterior.
Countertop to be premium p. lam. (2) 60" long upper wall cabinets 18" deep x 42" high, end panel of
cabinet to extend down to countertop, each to have (1) hinged door display area with glass shelf and
glass door and (1) open display area with glass shelf and LED lights, oak veneer cabinet with solid
oak trim moulding. The center back bar area to be 15'-6" long base cabinet 30" x 42' high plywood
core, hinged door storage with adj. shelves, interior to be black p. lam and exterior to be oak veneer
with solid oak wood mouldings, with p. lam countertop and solid oak trim and 6" legs with removable
kick plate. 15'-6" long superstructure 18" deep x 78" high, (4) hinged door display areas with glass
shelves and glass door, (2) open display area with glass shelves, (1) section to mount TV by others
(1) 8'-6" long three tier lighted liquor display with fluorescent lights, LED lights in superstructure, oak
veneer cabinet with solid oak trim moulding.” and Add “60” long base cabinet 30" deep x 36” high
plywood core (3) open sections with stainless steel glides for glass racks, interior of openings to be
standard plastic laminate, color TBD. Exterior of cabinet to be oak veneer with 6” stainless steel legs
with removable kick plate. 15’-6" long base cabinet 30" deep x 42" high plywood core, hinged door
storage with adjustable shelves with interior to be black plastic laminate and exterior to be oak veneer
with solid oak wood mouldings, countertop to be premium plastic laminate with color TBD with 6”
stainless steel legs with removable kick plate. 15'-6" long superstructure 18" deep x 48" high with (2)
hinged door display areas with glass shelves and glass doors, (1) center display with open storage
shelf on top and open below, (1) 8-6" long three tier lighted liquor display with fluorescent lights. LED
lights in structure and oak veneer cabinet with solid oak trim mouldings. 60" long base cabinet 30"
deep x 36" high with a plywood core. (1) Open section for undercounter refrigerator, interior to be
black plastic laminate, exterior of cabinet to be oak veneer. Countertop to be premium plastic
laminate with color TBD and 6” stainless steel legs with removable kick plate.

Fargo Grand Forks Sartell
1802 1st Ave S A 513 10th Ave N A 311 4th Ave S

Fargo, ND 58108 Grand Forks, ND 58203 Sartell, MN 56377
1-800-437-4076 P 1-800-437-4076 P 1-320-259-6557




Drawings:

Item #1: Sheet FS2.0, Special Condition Plan 2/FS2.0; after “8” I.D. sleeve” add “(By Others)” for
both beer and soda lines.

END OF FOODSERVICE ADDENDUM FS-01
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3 | : STEEL PLATE AT G ET MR SPACING CEOTEXTILE FABRIC. 36" WIE ) ————————— ENGINEERS = SURVEYORS = PLANNERS
D§ \\1% TUBE RISER 88 1 1ER SOCK GEOTEXTILE FABRIC, 36" WIDE FABRIC ANCHORAGE TRENCH. 4560 Norway Pines Place = Duluth, Minnesota 55811 = 218/727-879¢]
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METHOD IN INSET. > EROSION MAT

FLOW I ' I
2. — >

EROSION CONTROL BLANKETS, CATEGORY 3, SPEC. 2575, 2 SECTION 2'-0” MIN. POST EMBEDMENT -— *
" ) SECTION OPTIONAL METHOD i 6" MIN. (]
STAPLED WITH 8" STAPLES AT 1.0° 0.C. SLIDAL MLITVY .
0=t ; (UP POSITION) POP—UP_HEAD (DOWN_POSITION) FOR SILT FENCE, HEAVY DUTY SILT FENCE, HEAVY DUTY (HAND INSTALLED DEPTH SHALL VARY — AS DIRECTED M O n -t 0 I n
ENDS SECURELY CLOSED TO PREVENT DESIGN GUIDELINES: l J
%5 %& TYPE 9 MULCH LOSS OF OPEN GRADED AGGREGATE FILL %NES: E(E)iRSSEE%SLTERQ%%REQ;i?E %Sgéga 1O PROTECT AREAS FROM SHEET FLOW. FAISTING CROUND
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12" [ : _t
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AS REQUIRED (INCIDENTAL) THE SEDIMENT CONTROL BARRIER SHALL BE A METAL OR PLASTIC/POLYETHYLENE RISER SIZED TO FIT INSIDE THE CATCH
BASIN/MANHOLE; HAVE PERFORATIONS TO ALLOW FOR WATER INFILTRATION; HAVE AN OVERFLOW OPENING, FLANGES AND A
LID/COVER.
NOTES: MINIMUM POSSIBLE TURNING
1. SEE SPECS. 2573, 3892, & 3894. NOTES: RADIUS = 10" (MAY BE LARGER
2. ROCKS AT ENTRANCE CLEAN WORKSITE MUD OFF OF TRUCK TIRES BEFORE TRUCKS SEE SPECS.| 2573, 3137, 3886 & 3891. WITH LARGER EQUIPMENT) CONSTRUCTION TYPICAL WATER BAR
ENTER MAIN ROAD. KEEPING MUD OFF THE ROAD WILL PREVENT AUTO DAMAGE AND MANUFACTURED ALTERNATIVES LISTED ON MNDOT'S APPROVED PRODUCTS LIST MAY BE SUBSTITUTED. LIMITS No SCALE
KEEP CONSTRUCTION SEDIMENT OUT OF DRAINAGE SYSTEMS AND WETLANDS. SOCK HEIGHT MUST NOT BE SO HIGH AS TO SLOW DOWN WATER FILTRATION TO CAUSE FLOODING OF THE ROADWAY.
GEOTEXTILE MAY BE PLACED UNDER THE ROCK TO KEEP ROCKS SEPARATE FROM SOIL. GEOTEXTILE SOCK BETWEEN 4-10 FEET LONG AND 4—6 INCH DIAMETER. SEAM TO BE JOINED BY TWO ROWS OF STREAM BANK OR TOE OF SLOPE—>/_/
3 MAINTAIN ENTRANCE WITH CLEAN ROCK STITCHING WITH A PLASTIC MESH BACKING OR PROVIDE A HEAT BONDED SEAM (OR APPROVED EQUNALENT). FILL
' : ROCK LOG WITH OPEN GRADED AGGREGATE CONSISTING OF SOUND DURABLE PARTICLES OF COARSE AGGREGATE PLAN VIEW SIDE VIEW
CONFORMING TO SPEC. 3137 TABLE 3137-1; CA-3 GRADATION. DISTRURBED SO WORK AREA DRAINS T0. STREAU
EROSION CONTROL BLANKET :
ROCK CONSTRUCTION ENTRANCE 0 SLE INLET PROTECTION | ER-3 SILT FENCE, J—HOOK INSTALLATION | ER-4 , E1879-N
NO SCALE CITY OF DULUTH STANDARD DETALL | CITY OF DULUTH STANDARD DETALL | NO SCALE project #: -
REVIEWED/APPROVED 3/11/09 DEPT. OF PUBLIC WORKS AND UTILITIES NO SCALE REVIEWED/APPROVED 3/11/09 DEPT. OF PUBLIC WORKS AND UTILITIES
date: FEB. 2012
drawn by: _JJK
A ) A checked by: _ DJK
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< : TIE APRON & ALL SECTIONS OF PIPE SNV COMPACT SUBGRADE : 3 - (INCIDENTAL TO CONCRETE WALK) | HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME
HDPE ADJUSTING RING(S) AS — NSRRI
= S o
: (STD PLATE 4010) / e STANDARD PLATE 3100 , CONCRETE »
. / é‘PPREON FOR REINFORCED CONCRETE 7" CONCRETE SIDEWALK FOR PEDESTRIAN RAMPS LAWS OF THE STATE OF MINNESOTA.
CONE SECTION TYPE AB OR C PIPE "
X ’ (STD PLATES 4005 & 4010) gA/ \AB NO SCALE 4" CONCRETE SIDEWALK WHITE ON BLUE
o : NO SCALE /:
LOCATION POINT FOR COQRDINATE
: ; il [ AP g € Shon (
., - ( ) —~— — T APRON DIAMETER SAME SIZE AS NOTE: EXCAVATION UNDER SIDEWALK WILL BE CONSIDERED )
PAY HEIGHT o T STRUCTURE SHALL CONFORM WITH RC PIPE SEWER PLAN VIEW e CONNECTING PIPE — ALL OTHER INCIDENTAL TO CONCRETE WALK —y signature:
VARIES 2 STANDARD PLATE 4005, DESIGN A OR F ——— A DIMENSIONS PER STANDARD PLATE NOTE: EXCAVATION UNDER SIDEWALK WILL BE CONSIDERED SOD TN PARKING
] VARIES———~- * MANHOLE OR CATCH BASIN f EE = /"\ INCIDENTAL TO CONCRETE WALK ™ B624 CURS AND GUTTER —_ name:  DAVID P. SALO
s E P SEE MNDOT SPECIFICATION 2506 2" TYPE 41 WEARING COURSE I . VEHICLE 1D
" = 4 — REQUIRED
FOR DESCRIPTION, MATERIALS & 2" TYPE 41 WEARING COURSE SELECT MATERIAL FROM R G reg. #: 18153
CONSTRUCTION REQUIREMENTS py VILL DEPTH. 8"—12" e EXCW SRR I ) S _—
o = —reE S VEMENT DESIG UP TO $200 FINE , ,
= CUSS Il RC PIPE SEWER ) - (NEETA) W PR vibeanion sign date: __April 20, 2012
SRR ynpoT STD PLT 3000 SECTION A-A END VIEW }
at a N i T » z =" N————
4 tLe JF—PRECAST CONCRETE BASE 1 1/2" WEARING COURSE — SPWEA240C < ° | 7" CONCRETE DRIVEWAY PAVEMENT
MNDOT STD PLT 4011 OR 2" WEARING COURSE - SPWEA240C i MnDOT 2531 MILL SECTION e
INTEGRAL BASE & BOTTOM o 4 < NO SCALE - \ R7—8m
) RISER SECTION : = . M 12” AGGREGATE BASE (CV) CLASS 5 _ : GEOTEXTILE FABRIC > »
2" MINIMUM THICKNESS OF REINFORCED CONCRETE PIPE APRON o | B AGGREGATE BASE, CLASS 5 — SPEC 2211 : : - MnDOT 2211 (©) TYPE 1 (INCIDENTAL) 127 x 18
SECTIONAL VIEW COARSE FILTER AGGREGATE 3149.2 NO SCALE GEOTEXTILE FABRIC NN \”\ QN (INCIDENTAL TO  DRIVEWAY PAVEMENT) COARSE FILTER AGGREGATE ADA_SIGNAGE
INCIDENTAL FRASONVONVONVONVONYS »
( ) TACK COAT BETWEEN BIT. COURSES \COMPACT I 4 PESRPFEOCRA;EQZOPZVC PIPE SPEC. 3149.2H (INCIDENTAL) NO SCALE

STORM DRAINAGE STRUCTURE, DESIGN F PARKING LOT SECTION

7" CONCRETE PAVEMENT FOR DRIVEWAYS

NO SCALE NOTE:
@ NO SCALE T0 BE USED IN UP HILL (NORTHWESTERLY) SIDE OF PARKING LOT CURB.
NOTE: EXCAVATION UNDER DRIVEWAY WILL BE CONSIDERED
INCIDENTAL TO CONCRETE PAVEMENT PERFORATED PIPE DETALL [ STR-1
CITY OF DULUTH STANDARD DETAIL
REVIEWED/APPROVED 3/11/09 DEPT. OF PUBLIC WORKS AND UTILITIES | NO SCALE
CAP TO BE 0.1' ABOVE NOTES:
FINISHED GRADE. 15" WIDE RAISED OR LOWERED CHEEK WALLS TO BE DETERMINED
IN FIELD BY ENGINEER
‘ WeT 598 [ ‘ ‘MATL CRAV TRON CLASS SSB‘ 2] RAILINGS WILL BE REQUIRED WHERE MORE THAN THREE STEPS ARE NEEDED. no. reVISIOn / |SSU€ date

3] CONCRETE STAIRWAY INCLUDES: ALL EXCAVATION {EXCEPT ROCK EXC.), REMOVAL OF
EXISTING STEPS, FORMING, CLASS 5, REINFORCING AND BACKFILL, CONCRETE SHALL BE
MIX 3Y43, RAILINGS WHERE NECESSARY. RAILINGS TO BE PAINTED WITH BLACK RUST

PROOF PAINT, PER SPEC. NO'S 3501, 3507 & 3526 ! GEOTEXTILE 05/03/2012

4] CONCRETE MIX 3Y43

5] TREAD WIDTH = 11" AND RISE HEIGHT - 7"

6) FINISH RAILING SYSTEM ACCORDING TO MNDOT STANDARD PLATE 8400E
7] STAIR NOSING TO BE 1/4" RADIUS.

[ WGT. 122 LBS |TOT.WGT. 420 LBS. | SPEC. ASTM A-48-74 |

‘ NOTE: SUITABLE FOR HS25 WHEEL LOADS ‘

FINISHED GRADE

VARIES
MATCH EXISTING

(1) OPEN PICKHOLE soreek wail ||
1-1/2" X 2-1/2 ——6" THREADED PVC CAP I o
o
<&
¢ STANLESS STEEL WASHER & NYLON ==
! WASHER (T=1/16" MIN., 1.0.=3/8" MAX., A A2
2" RAISED LETTERS FLUSH NOTE: ALL DIMENSIONS ARE MINIMUMS. 0.0.27/8" MAX.) N Y =
W/ LD SURFACE DESIGN A TWO PIECE POST MAY BE USED,
WITH 1.0' OVERLAP AND APPROVED SION PANEL
Ry Y= ] CORNECTOR. Nz STEP PLAN
1-1/8" DIA. /2" Dt 6" MAX. . SECONDARY SIGN 5/16" STAINLESS STEEL
o TYPE V' NON-WOVEN GEOTEXTILE Tle 97 VANHOLES —=| OO N NYLONINSERT
: ; : 5/8" DIA FABRIC WRAP ENTIRELY AROUND, —— 2 = T : ,
e PABEN: SIRFACE WITH 1 FT OVERLAP FROM TOP OF . NOTE: SEE SPECIAL PROVISIONS FOR 6" PVC PIPE
DETAIL OF SPECIAL LIFT HOLE STRUCTURE. (TAPE TOP OF FABRIC 7-0 SIGN AND AND PQOST SPECIFICATIONS. PIPE RAILING PER STD. PLATE 8400 TOP OF RAISED CHEEK WALL
T0 CASTING THEN BACKFILL.
REQURED ON ALL STORM ) | ¢ SIGN_PANEL TO POST CONNECTION TOP OF LOWERED CHEEK WALL
o5 3/8" MANHOLES  (INCIDENTAL) J/F'i'i KERNE
By w7 |} ~ A ZZZ I 8" x 6" PVC LONG —
-1/8 R R T | ALL MATERIALS AND LABOR USED TO Tk
. 2 in RELOCATE EXISTING SIGN AS SHOMWN, SWEEP CLEAN OUT i
I ! I SHALL BE INCLUDED IN THIS PAY ITEM: L NO.4 ROD
r 2-1/2 =178 . o 5" C-C
1/4 /2 - 3/8" PLATE [4 1/2" X 8") WELDED TO POST TREAD + RISER - 18"
I SPEC. 2564.602, REMOVE AND REINSTALL SIGN, EACH FOUR 1/4” X 4 1/2" GALVANIZED BOLTS, el B 14" \W%Q‘ézw
DRILLED AND GROUTED INTO CHEEK WALL CONCRETE . NO4 ROD. 5 % 10"
| 27-3/47 | Off OTHER METHOD OF ATTACHMENT NOTE  B12-14 PAVING REINFORCEMENT
W AS APPROVED BY ENGINEER, | REPLACES RE-BARS
23-1/2 ? 6”%.; e 4" AGG. BASE CL5
26-1/2" 8y ] FLOW NO.4 ROD ~ ——T57 )
, 5" C-C 5
e 35-3/4 : _
‘ A NO.4 ROD /1)74” — SECTIDN A A
, \ 10 CC ‘ ‘
6" PVC PIPE |
) CONCRETE STAIRWAY
NO SCALE
STORM MANHOLE CASTING | STRM—1 FABRIC WRAPPED MANHOLE | STRM-5 SIGN INSTALLATION DETAIL | 1-2 6” PVC CLEANOUT DETAIL — SANITARY SREVICE
REVIEWED,/APPROVED 3/11/09 CITY OF DULUTH STANDARD DETAIL NO SCALE REVIEWED,/APPROVED 2/1/11 CITY OF DULUTH STANDARD DETAIL | NO SCALE REVIEWED,/APPROVED 3,/11,/09 CITY OF DULUTH STANDARD DETAIL NO SCALE sheet
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